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SECURITY
Convenient mounting holes are positioned
on the bottom of the stand for easy
attachment to a desk or dresser.
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PUBLIC DISPLAY SETTINGS -
CLONING CAPABLE
When used in public areas, these HDTVs can
be easily programmed by the installer to have
the TV turn on at a specified channel/volume
level, set the minimum/ maximum volume, lock
out the control panel/remote, set the aspect
ratio, and return to a factory reset. By using
Power Management, these displays can be
programmed to turn off if there has been no
activity (remote or control panel buttons) for a
preset time (1-7) hours.

Public Display Mode    No
Start Channel     No
  Ch. Type     TV
  Major      2
  Minor      0
Minimum Volume    0
Maximum Volume    100
Start Volume     No
  Level       20
Power Management    No
  Setting     1
Key Management    0
Factory Reset     0
Aspect Ratio     0
PDM Plus             

Public Display Setting

LG’s new HealthView™ LCD TVs, 32LD452C, 26LD352C, and LV255C series were
designed with your residents in mind. No more remote interference between residents in a
room with multiple beds. This issue is handled with ease using the bed 1/2/3/4
controllability feature. And while they enjoy the brilliant picture on their screen, you’ll
appreciate the superior convenience and cost savings the HealthView solution provides:

• Bed 1/2/3/4 Controllability (individual control) of up to four HealthView TVs in one
room when used with optional 124-213-10 remote

• EcoSmart™ Energy Saving Levels
• Large on screen displays of channel banner (only available on 26LD352C and LV255C series)
• Optional Accessory Simple 7 button sanitary membrane remote control (124-213-10)

It’s LG’s complete solution for long-term care communities—and it’s making life easier for your
residents and your staff. 

Simple changes. Big impact.
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USB CLONING
USB cloning will allow for easy transfer of
Public Display Settings from the “Master
TV” to an unlimited number of same type
televisions.

26LD352C - 26" CLASS (26.0" measured diagonally)

HealthView™ - LCD Commercial Widescreen Integrated HDTV 

•Public Display Settings - Cloning Capable
•Pro:Centric™ (EPG) Capable
•Larger, Easier to Read Channel Banner
•Bed 1/2/3/4 Controllability (with optional remote)
•Resident - Simple 7 Button Sanitary Membrane
Remote Control (optional, sold separately)

•EcoSmart™ Energy Saving Levels
•RoHS Compliant
•Dynamic Contrast Ratio 50,000:1
•Native Display Resolution 1366 x 768
•Built-In ATSC/NTSC/QAM Clear Tuner
•Connect it to a computer and use it as a monitor
•Invisible Speaker System Hidden speaker grilles
•LG'S Exclusive XD Engine®
•USB 2.0 Media Host for Photos and Music
•USB Cloning
•Kensington Lock
•Clear Voice II
•Real Cinema™
•2 HDMI™ Inputs with HDCP V.1.3 with deep color
•Auto Sensing Remote Jack Pack (RJP) Compatible*
•2-Year Limited Warranty (parts/labor)
•Dimensions with stand (WxHxD): 26.1" x 19.0" x 8.1" 
•Dimensions without stand (WxHxD): 26.1" x 16.6" x 3.1" 
•UPC Code: 7 19192 90238 1

*NOTE: Contact your LG Sales representative on the RJPs that are
compatible with the LD352C series.

32LD452C - 32" CLASS (31.5" measured diagonally)

HealthView™ - LCD Commercial Widescreen Integrated HDTV 

•Public Display Settings - Cloning Capable
•Pro:Centric™ (EPG) Capable
•Bed 1/2/3/4 Controllability (with optional remote)
•Resident - Simple 7 Button Sanitary Membrane
Remote Control (optional, sold separately)

•EcoSmart™ Energy Saving Levels
•RoHS Compliant
•Dynamic Contrast Ratio 60,000:1
•Native Display Resolution 1366 x 768
•Built-In ATSC/NTSC/QAM Clear Tuner
•Connect it to a computer and use it as a monitor
•Invisible Speaker System Hidden speaker grilles
•LG'S Exclusive XD Engine®
•USB 2.0 Media Host for Photos and Music
•USB Cloning
•Kensington Lock
•Clear Voice II
•Real Cinema™
•2 HDMI™ Inputs with HDCP V.1.3 with deep color
•Auto Sensing Remote Jack Pack (RJP) Compatible*
•2-Year Limited Warranty (parts/labor)
•Dimensions with stand (WxHxD): 31.5" x 21.9" x 8.1" 
•Dimensions without stand (WxHxD): 31.5" x 19.9" x 2.9"
•UPC Code: 7 19192 90204 6

*NOTE: Contact your LG Sales representative on the RJPs that are
compatible with the LD452C series.

HealthView™ Series

LTC Optional Bed 1/2/3/4 remote,
124-213-10 (sold separately)

26LD352C shown

Recommended screw size: M5 x L 
(*L: Table depth + 8~10mm)

ex) Table depth: 15mm, Screw M5 x 25

Rear Jack Panel

22LV255C - 22" CLASS (21.6" measured diagonally)
26LV255C - 26" CLASS (26.0" measured diagonally)
32LV255C - 32" CLASS (31.5" measured diagonally)

HealthView™ - LCD Commercial Widescreen Integrated HDTV
with LED backlit

•Public Display Settings - Cloning Capable
•Larger, Easier to Read Channel Banner
•Bed 1/2/3/4 Controllability (with optional remote)
•Resident - Simple 7 Button Sanitary Membrane
Remote Control (optional, sold separately)

•EcoSmart™ Energy Saving Levels
•RoHS Compliant
•ENERGY STAR 5.3 Qualified
•Dynamic Contrast Ratio 1,000,000:1
•Native Display Resolution 1366 x 768
•Built-In ATSC/NTSC/QAM Clear Tuner
•Connect it to a computer and use it as a monitor
•Invisible Speaker System Hidden speaker grilles
•LG'S Exclusive XD Engine®
•USB 2.0 Media Host for Photos and Music
•USB Cloning
•Kensington Lock
•Clear Voice II
•Real Cinema™
•2 HDMI™ Inputs with HDCP V.1.3 with deep color
•Auto Sensing Remote Jack Pack (RJP) Compatible*
•2-Year Limited Warranty (parts/labor)
•Dimensions with stand (WxHxD): 22”- 20.7” x 15.6” x 6.0”, 26”-
25.0" x 18.7" x 7.0", 32”-30.6” x 21.7” x 9.2”

•Dimensions without stand (WxHxD): 22”- 20.7” x 13.9”x 1.6”, 
26” - 25.0" x 16.3" x 1.6", 32”-30.6" x 19.7” x 1.4”

•UPC Code: 22”- 7 19192 90357 9, 26”- 7 19192 90371 5,
32”-7 19192 90372 2

*NOTE: Contact your LG Sales representative on the RJPs that are
compatible with the LV255C series.
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• EcoSmartTechnology
Dynamic Power Savings - Auto adjusts
backlight settings based on incoming video.

Static Power Savings - Manual control of
backlight settings.

• RoHS Compliant
Meets directive on restriction of hazardous
substances.

The estimated annual energy cost determined in
accordance with 16 CFR Part 305.5 for models
32LD452C, 26LD352C, LV255 Series: 32LV255C,
26LV255C, and 22LV255C are $15, $12, $9, $6,
and $6 respectively.

“Your energy cost depends on your utility rates and use.
The estimated cost is based on 11cents per kWh and 5
hours of use per day. For more information, visit
www.ftc.gov/energy.”1

1FTC Television labeling rule (18 CFR Part 305, as added by
76 Fed. Reg. 1038 (Jan 6, 2011)). 

L I F E ’ S  GOOD. . .

WHEN IT’s GREEN.
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Convenient mounting holes are positioned
on the bottom of the stand for easy
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(26LD352C & 32LD452C only)

FE
A
TU
RE
S

SP
EC
IF
IC
A
TI
O
N
S

PUBLIC DISPLAY SETTINGS -
CLONING CAPABLE
When used in public areas, these HDTVs can
be easily programmed by the installer to have
the TV turn on at a specified channel/volume
level, set the minimum/ maximum volume, lock
out the control panel/remote, set the aspect
ratio, and return to a factory reset. By using
Power Management, these displays can be
programmed to turn off if there has been no
activity (remote or control panel buttons) for a
preset time (1-7) hours.

Public Display Mode    No
Start Channel     No
  Ch. Type     TV
  Major      2
  Minor      0
Minimum Volume    0
Maximum Volume    100
Start Volume     No
  Level       20
Power Management    No
  Setting     1
Key Management    0
Factory Reset     0
Aspect Ratio     0
PDM Plus             

Public Display Setting

LG’s new HealthView™ LCD TVs, 32LD452C, 26LD352C, and LV255C series were
designed with your residents in mind. No more remote interference between residents in a
room with multiple beds. This issue is handled with ease using the bed 1/2/3/4
controllability feature. And while they enjoy the brilliant picture on their screen, you’ll
appreciate the superior convenience and cost savings the HealthView solution provides:

• Bed 1/2/3/4 Controllability (individual control) of up to four HealthView TVs in one
room when used with optional 124-213-10 remote

• EcoSmart™ Energy Saving Levels
• Large on screen displays of channel banner (only available on 26LD352C and LV255C series)
• Optional Accessory Simple 7 button sanitary membrane remote control (124-213-10)

It’s LG’s complete solution for long-term care communities—and it’s making life easier for your
residents and your staff. 

Simple changes. Big impact.
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USB CLONING
USB cloning will allow for easy transfer of
Public Display Settings from the “Master
TV” to an unlimited number of same type
televisions.

26LD352C - 26" CLASS (26.0" measured diagonally)

HealthView™ - LCD Commercial Widescreen Integrated HDTV 

•Public Display Settings - Cloning Capable
•Pro:Centric™ (EPG) Capable
•Larger, Easier to Read Channel Banner
•Bed 1/2/3/4 Controllability (with optional remote)
•Resident - Simple 7 Button Sanitary Membrane
Remote Control (optional, sold separately)

•EcoSmart™ Energy Saving Levels
•RoHS Compliant
•Dynamic Contrast Ratio 50,000:1
•Native Display Resolution 1366 x 768
•Built-In ATSC/NTSC/QAM Clear Tuner
•Connect it to a computer and use it as a monitor
•Invisible Speaker System Hidden speaker grilles
•LG'S Exclusive XD Engine®
•USB 2.0 Media Host for Photos and Music
•USB Cloning
•Kensington Lock
•Clear Voice II
•Real Cinema™
•2 HDMI™ Inputs with HDCP V.1.3 with deep color
•Auto Sensing Remote Jack Pack (RJP) Compatible*
•2-Year Limited Warranty (parts/labor)
•Dimensions with stand (WxHxD): 26.1" x 19.0" x 8.1" 
•Dimensions without stand (WxHxD): 26.1" x 16.6" x 3.1" 
•UPC Code: 7 19192 90238 1

*NOTE: Contact your LG Sales representative on the RJPs that are
compatible with the LD352C series.

32LD452C - 32" CLASS (31.5" measured diagonally)

HealthView™ - LCD Commercial Widescreen Integrated HDTV 

•Public Display Settings - Cloning Capable
•Pro:Centric™ (EPG) Capable
•Bed 1/2/3/4 Controllability (with optional remote)
•Resident - Simple 7 Button Sanitary Membrane
Remote Control (optional, sold separately)

•EcoSmart™ Energy Saving Levels
•RoHS Compliant
•Dynamic Contrast Ratio 60,000:1
•Native Display Resolution 1366 x 768
•Built-In ATSC/NTSC/QAM Clear Tuner
•Connect it to a computer and use it as a monitor
•Invisible Speaker System Hidden speaker grilles
•LG'S Exclusive XD Engine®
•USB 2.0 Media Host for Photos and Music
•USB Cloning
•Kensington Lock
•Clear Voice II
•Real Cinema™
•2 HDMI™ Inputs with HDCP V.1.3 with deep color
•Auto Sensing Remote Jack Pack (RJP) Compatible*
•2-Year Limited Warranty (parts/labor)
•Dimensions with stand (WxHxD): 31.5" x 21.9" x 8.1" 
•Dimensions without stand (WxHxD): 31.5" x 19.9" x 2.9"
•UPC Code: 7 19192 90204 6

*NOTE: Contact your LG Sales representative on the RJPs that are
compatible with the LD452C series.

HealthView™ Series

LTC Optional Bed 1/2/3/4 remote,
124-213-10 (sold separately)

26LD352C shown

Recommended screw size: M5 x L 
(*L: Table depth + 8~10mm)

ex) Table depth: 15mm, Screw M5 x 25

Rear Jack Panel

22LV255C - 22" CLASS (21.6" measured diagonally)
26LV255C - 26" CLASS (26.0" measured diagonally)
32LV255C - 32" CLASS (31.5" measured diagonally)

HealthView™ - LCD Commercial Widescreen Integrated HDTV
with LED backlit

•Public Display Settings - Cloning Capable
•Larger, Easier to Read Channel Banner
•Bed 1/2/3/4 Controllability (with optional remote)
•Resident - Simple 7 Button Sanitary Membrane
Remote Control (optional, sold separately)

•EcoSmart™ Energy Saving Levels
•RoHS Compliant
•ENERGY STAR 5.3 Qualified
•Dynamic Contrast Ratio 1,000,000:1
•Native Display Resolution 1366 x 768
•Built-In ATSC/NTSC/QAM Clear Tuner
•Connect it to a computer and use it as a monitor
•Invisible Speaker System Hidden speaker grilles
•LG'S Exclusive XD Engine®
•USB 2.0 Media Host for Photos and Music
•USB Cloning
•Kensington Lock
•Clear Voice II
•Real Cinema™
•2 HDMI™ Inputs with HDCP V.1.3 with deep color
•Auto Sensing Remote Jack Pack (RJP) Compatible*
•2-Year Limited Warranty (parts/labor)
•Dimensions with stand (WxHxD): 22”- 20.7” x 15.6” x 6.0”, 26”-
25.0" x 18.7" x 7.0", 32”-30.6” x 21.7” x 9.2”

•Dimensions without stand (WxHxD): 22”- 20.7” x 13.9”x 1.6”, 
26” - 25.0" x 16.3" x 1.6", 32”-30.6" x 19.7” x 1.4”

•UPC Code: 22”- 7 19192 90357 9, 26”- 7 19192 90371 5,
32”-7 19192 90372 2

*NOTE: Contact your LG Sales representative on the RJPs that are
compatible with the LV255C series.
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• EcoSmartTechnology
Dynamic Power Savings - Auto adjusts
backlight settings based on incoming video.

Static Power Savings - Manual control of
backlight settings.

• RoHS Compliant
Meets directive on restriction of hazardous
substances.

The estimated annual energy cost determined in
accordance with 16 CFR Part 305.5 for models
32LD452C, 26LD352C, LV255 Series: 32LV255C,
26LV255C, and 22LV255C are $15, $12, $9, $6,
and $6 respectively.

“Your energy cost depends on your utility rates and use.
The estimated cost is based on 11cents per kWh and 5
hours of use per day. For more information, visit
www.ftc.gov/energy.”1

1FTC Television labeling rule (18 CFR Part 305, as added by
76 Fed. Reg. 1038 (Jan 6, 2011)). 

L I F E ’ S  GOOD. . .
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The leading television manufacturer in the healthcare industry is producing innovative, new solutions
specifically designed for Long Term Care (LTC) facilities. At LG, we’re providing ways to make life
better – for you and your residents. We have developed new products that address LTC providers'
unique needs, incorporating ease and functionality into the sleek and stylish products for which we’re
known.   

Enhance The Qual i ty  o f  Care 

As a versatile addition to the TV viewing experience, LG's optional auto-
sensing Remote Jack Packs (RJP)*, can serve as a multimedia hub that can be
installed conveniently on a table or in a wall. Connect portable devices such
as a laptop, mp3 player, or a digital camera to display images, play video
or music from the set.
* Note:  Contact your LG sales representative on the RJPs that are compatible with the 26LD352C,

32LD452C and LV255C series.

LG excels in bringing innovative technology advancements to the market with our award-winning LCD
and Plasma displays. As a manufacturer, we know our displays inside and out, making LG a complete
provider of service, support and technological refinements in response to your needs. You have a
direct link to a team of design and engineering experts with a thorough knowledge of our displays and
accessories. 

LG Commi tment  & Innovat ion 

INVISIBLE SPEAKER
SOUND IS HEARD, NOT SEEN
Breaking through the fixed idea that
speaker grills must be exposed, the
Invisible Speaker design provides a
“fuller sweet spot”.  Personally tuned
by Mr. Mark Levinson, world-
renowned audio authority, this
unique design has rich and lively
sound that can be enjoyed from any
angle.

OPTIONAL ACCESSORY
SIMPLE 7 BUTTON
REMOTE
Resident / Simple 7 button sanitary
membrane remote control.
(124-213-10)
order separately 
(UPC 7 19192 90191 9 )

S ty l i sh  &
Convenien t

CLEAR VOICE II
BALANCED SOUND TO
EMPHASIZE DIALOGUE
Designed to automatically enhance
and amplify the sounds of the
human voice frequency range,
Clear Voice Technology preserves
high-quality dialogue audio when
background noises swell.

Technology 
Made S imple

ENERGY SAVING
LEVELS
Manually select your choice for
the brightness level for the
television. By selecting Minimum,
Medium, or Maximum, the
power consumption will be
reduced and an increase in
energy savings can be achieved.
(Note: Selecting minimum level may
slightly increase power consumption
on some models)

EXTERNAL SPEAKER OUT
LG LTC TVs External Speaker Out
serves as an Amplifier (external
amplifier not needed). You can
provide a more personal speaker
that can be placed closer to the
resident for a more comfortable
listening level.

RJP-301B for Wall Mount

LG’S HealthView™ LCD HDTVs

EnterMovePICTURE

▼

  

 

  

  

  

 

 

 

Aspect Ratio : 16:9

Picture Wizard

Energy Saving : Off

Picture Mode : Standard

• Backlight 70 

• Contrast 90

• Brightness 50

• Sharpness 70

Off

Minimum

Medium

Maximum

Screen off

USB 2.0 MEDIA HOST
USB 2.0 will support JPG and
MP3 files from a USB storage
device.

PHOTO LIST MUSIC LIST

BED1/2/3/4 REMOTE CONTROLABILITY
LG LTC TVs Bed1/2/3/4 Function eliminates the remote control
signal interference between TVs in multiple dwelling rooms when
used with optional 124-213-10 remote. This system will work using
the same LG TV model.
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PUBLIC DISPLAY SETTINGS -
CLONING CAPABLE
When used in public areas, these HDTVs can
be easily programmed by the installer to have
the TV turn on at a specified channel/volume
level, set the minimum/ maximum volume, lock
out the control panel/remote, set the aspect
ratio, and return to a factory reset. By using
Power Management, these displays can be
programmed to turn off if there has been no
activity (remote or control panel buttons) for a
preset time (1-7) hours.

Public Display Mode    No
Start Channel     No
  Ch. Type     TV
  Major      2
  Minor      0
Minimum Volume    0
Maximum Volume    100
Start Volume     No
  Level       20
Power Management    No
  Setting     1
Key Management    0
Factory Reset     0
Aspect Ratio     0
PDM Plus             

Public Display Setting

LG’s new HealthView™ LCD TVs, 32LD452C, 26LD352C, and LV255C series were
designed with your residents in mind. No more remote interference between residents in a
room with multiple beds. This issue is handled with ease using the bed 1/2/3/4
controllability feature. And while they enjoy the brilliant picture on their screen, you’ll
appreciate the superior convenience and cost savings the HealthView solution provides:

• Bed 1/2/3/4 Controllability (individual control) of up to four HealthView TVs in one
room when used with optional 124-213-10 remote

• EcoSmart™ Energy Saving Levels
• Large on screen displays of channel banner (only available on 26LD352C and LV255C series)
• Optional Accessory Simple 7 button sanitary membrane remote control (124-213-10)

It’s LG’s complete solution for long-term care communities—and it’s making life easier for your
residents and your staff. 

Simple changes. Big impact.
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USB CLONING
USB cloning will allow for easy transfer of
Public Display Settings from the “Master
TV” to an unlimited number of same type
televisions.

26LD352C - 26" CLASS (26.0" measured diagonally)

HealthView™ - LCD Commercial Widescreen Integrated HDTV 

•Public Display Settings - Cloning Capable
•Pro:Centric™ (EPG) Capable
•Larger, Easier to Read Channel Banner
•Bed 1/2/3/4 Controllability (with optional remote)
•Resident - Simple 7 Button Sanitary Membrane
Remote Control (optional, sold separately)

•EcoSmart™ Energy Saving Levels
•RoHS Compliant
•Dynamic Contrast Ratio 50,000:1
•Native Display Resolution 1366 x 768
•Built-In ATSC/NTSC/QAM Clear Tuner
•Connect it to a computer and use it as a monitor
•Invisible Speaker System Hidden speaker grilles
•LG'S Exclusive XD Engine®
•USB 2.0 Media Host for Photos and Music
•USB Cloning
•Kensington Lock
•Clear Voice II
•Real Cinema™
•2 HDMI™ Inputs with HDCP V.1.3 with deep color
•Auto Sensing Remote Jack Pack (RJP) Compatible*
•2-Year Limited Warranty (parts/labor)
•Dimensions with stand (WxHxD): 26.1" x 19.0" x 8.1" 
•Dimensions without stand (WxHxD): 26.1" x 16.6" x 3.1" 
•UPC Code: 7 19192 90238 1

*NOTE: Contact your LG Sales representative on the RJPs that are
compatible with the LD352C series.

32LD452C - 32" CLASS (31.5" measured diagonally)

HealthView™ - LCD Commercial Widescreen Integrated HDTV 

•Public Display Settings - Cloning Capable
•Pro:Centric™ (EPG) Capable
•Bed 1/2/3/4 Controllability (with optional remote)
•Resident - Simple 7 Button Sanitary Membrane
Remote Control (optional, sold separately)

•EcoSmart™ Energy Saving Levels
•RoHS Compliant
•Dynamic Contrast Ratio 60,000:1
•Native Display Resolution 1366 x 768
•Built-In ATSC/NTSC/QAM Clear Tuner
•Connect it to a computer and use it as a monitor
•Invisible Speaker System Hidden speaker grilles
•LG'S Exclusive XD Engine®
•USB 2.0 Media Host for Photos and Music
•USB Cloning
•Kensington Lock
•Clear Voice II
•Real Cinema™
•2 HDMI™ Inputs with HDCP V.1.3 with deep color
•Auto Sensing Remote Jack Pack (RJP) Compatible*
•2-Year Limited Warranty (parts/labor)
•Dimensions with stand (WxHxD): 31.5" x 21.9" x 8.1" 
•Dimensions without stand (WxHxD): 31.5" x 19.9" x 2.9"
•UPC Code: 7 19192 90204 6

*NOTE: Contact your LG Sales representative on the RJPs that are
compatible with the LD452C series.

HealthView™ Series

LTC Optional Bed 1/2/3/4 remote,
124-213-10 (sold separately)

26LD352C shown

Recommended screw size: M5 x L 
(*L: Table depth + 8~10mm)

ex) Table depth: 15mm, Screw M5 x 25

Rear Jack Panel

22LV255C - 22" CLASS (21.6" measured diagonally)
26LV255C - 26" CLASS (26.0" measured diagonally)
32LV255C - 32" CLASS (31.5" measured diagonally)

HealthView™ - LCD Commercial Widescreen Integrated HDTV
with LED backlit

•Public Display Settings - Cloning Capable
•Larger, Easier to Read Channel Banner
•Bed 1/2/3/4 Controllability (with optional remote)
•Resident - Simple 7 Button Sanitary Membrane
Remote Control (optional, sold separately)

•EcoSmart™ Energy Saving Levels
•RoHS Compliant
•ENERGY STAR 5.3 Qualified
•Dynamic Contrast Ratio 1,000,000:1
•Native Display Resolution 1366 x 768
•Built-In ATSC/NTSC/QAM Clear Tuner
•Connect it to a computer and use it as a monitor
•Invisible Speaker System Hidden speaker grilles
•LG'S Exclusive XD Engine®
•USB 2.0 Media Host for Photos and Music
•USB Cloning
•Kensington Lock
•Clear Voice II
•Real Cinema™
•2 HDMI™ Inputs with HDCP V.1.3 with deep color
•Auto Sensing Remote Jack Pack (RJP) Compatible*
•2-Year Limited Warranty (parts/labor)
•Dimensions with stand (WxHxD): 22”- 20.7” x 15.6” x 6.0”, 26”-
25.0" x 18.7" x 7.0", 32”-30.6” x 21.7” x 9.2”

•Dimensions without stand (WxHxD): 22”- 20.7” x 13.9”x 1.6”, 
26” - 25.0" x 16.3" x 1.6", 32”-30.6" x 19.7” x 1.4”

•UPC Code: 22”- 7 19192 90357 9, 26”- 7 19192 90371 5,
32”-7 19192 90372 2

*NOTE: Contact your LG Sales representative on the RJPs that are
compatible with the LV255C series.

Rear Jack Panel 
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• EcoSmartTechnology
Dynamic Power Savings - Auto adjusts
backlight settings based on incoming video.

Static Power Savings - Manual control of
backlight settings.

• RoHS Compliant
Meets directive on restriction of hazardous
substances.

The estimated annual energy cost determined in
accordance with 16 CFR Part 305.5 for models
32LD452C, 26LD352C, LV255 Series: 32LV255C,
26LV255C, and 22LV255C are $15, $12, $9, $6,
and $6 respectively.

“Your energy cost depends on your utility rates and use.
The estimated cost is based on 11cents per kWh and 5
hours of use per day. For more information, visit
www.ftc.gov/energy.”1

1FTC Television labeling rule (18 CFR Part 305, as added by
76 Fed. Reg. 1038 (Jan 6, 2011)). 

L I F E ’ S  GOOD. . .

WHEN IT’s GREEN.

www.LGsolutions.com
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